Radon Vent Fan Reguirements

14.3 Radon Vent Fan Installation
Requirements

14.3.1 Vent fans used in radon
mitigation systems shall be designed or
otherwise sealed to reduce the potential for
leakage of soil gas from the fan housing.

14.3,2 Radon vent fans shall be
sized to provide the pressure difference and
air flow characteristics necessary to achieve
the radon reduction goals established for the
specific mitigation project. Guidelines for
sizing vent fans and piping can be found in
the references cited in paragraphs 8.1, 8.16,
and 8.17. : '

14.3.3 Radon vent fans used in
active soil depressurization or block wall
depressurization systems shall not be
installed below ground nor in the
conditioned (heated/cooled) space of a
building, nor in any basement, crawlspace,
or other interior location directly beneath the
conditioned spaces of a building.
Acceptable locations for radon vent fans
include attics not suitable for occupancy
(including attics over living spaces and
garages), garages that are not beneath
conditioned spaces, or on the exterior of the
building.

14.3.4 Radon vent fans shall be
installed in a configuration that avoids
condensation buildup in the fan housing.
Whenever possible, fans should be installed
in vertical runs of the vent pipe.

14.3.5 Radon vent fans mounted on
the exterior of buildings shall be rated for
outdoor use or. installed in a water tight
protective housing.

14.3.6 Radon vent fans shall be
mounted and secured in a manner that
minimizes transfer of vibration fo the
structural framing of the building.

14.3.7 To facilitate maintenance and
future replacement, radon vent fans shall be
installed in the vent pipe using removable
couplings or flexible connections that can be
tightly secured to both the fan and the vent

pipe.

14.3.8 The intakes of fans used in
crawlspace pressurization, or in pressurizing
the building itself, shall be screened or
filtered to prevent ingestion of debris or
personal injury. Screens or filters shall be
removable to permit cleaning or replacement
and building owners shall be informed of the
need to periodically replace or clean such
screens and filters. This information shall
also be included in the documentation. {See
paragraph 18.5)



